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Svenska Manometerfabriken AB
Försäljning Tel 0247-141 45, Fax 0247-130 55

Digital Manometer LEO Record

Data

Size:     Ø80mm

Connection:    1/4”BSP Male

Accuracy:      0,1%F.S (0-50°C)

Long Term Stability:  0,1%

Functions:    Recording of pressure and temp over time

Working Temperature: 0-50°C

Protection Class:  IP65

Accessories:   Protective Rubber Covering, Carrying Bag
Software Logger 5, Converter

Battery: 3,6 v batteri Lithium, type SL-760
Up to 2years @ 1 recording every 10 seconds

Manufacturer:         Keller

Data Sheet

Operating Manual

LEO Record is a battery powered manometer,
designed to record pressure and temperature over long periods.
Simple and well structured software for PC or PDA

Part No        Ranges      Resolution        Overpressure

05575         -1+3 bar        1mbar      10 bar

05033        -1+30 bar       10 mbar            60 bar

05170         0-300 bar          100 mbar     400 bar

05483         0-700 bar          100 mbar     700 bar

05214         0-1000 bar       100 mbar  1000 bar

http://www.keller-druck.com/picts/pdf/engl/leorece.pdf
http://www.keller-druck.com/picts/pdf/misc/man_leorec.pdf

